
Model 315, 4-4 panel design

door construction

Accent your home with the beauty and richness of a Classic raised panel wood door. Our tradition of incomparable craftsmanship, blended 
with modern technology, provides the finest wood doors available. 

Workmanship and quality beyond comparison

Classic 314 - 317 raised panel styling – The luxurious look of nature’s own materials.

Classic  314 - 317m o d e l S

The traditional quality of wood adds 
a touch of elegance

RAISED PANEL WOOD

•  Each section is constructed of 1 3/8" thick finger-jointed wood rails and stiles. Solid one-piece rails are optional.

•  Raised panels are a nominal 3/4" thick real wood and locked into place. Model 316 has edge-glued hemlock panels; Model 317 has 
    solid rails. Carved top-section windows are available in a variety of designs.

•  Model 314 is an upgrade to edge-glued cedar panels. Model 315 is an upgrade to cedar panels, stiles and solid rails.

•  Mortise and tenon joints, waterproof glued and steel-pinned, provide lasting strength.

•  Shiplap style connections between sections create a weathertight fit and assist smooth operation along with rust-resistant, hot-dipped 
    galvanized steel tracks and hardware.



Windows

Elegant, real-wood frame windows (optional)
Magnify the beauty of your classic wood door with wood framed 
windows in seven finely scaled designs. Not only do these 
windows allow natural daylight into your garage, they also meet 
the demands of the most discriminating eye for detail. Enhanced 
with these designer windows, the Classic wood door represents 
the pinnacle of the craftsman’s efforts.

True divided windows

Overlays

Colonial Stockton Elongated Stockton

Sunray Cathedral

Ruston Sherwood

Bachelor

Limited Warranty

The manufacturer warrants wood doors will be 
free from defects in material and workmanship for 
a period of ONE YEAR from time of delivery. A copy 
of this limited warranty is available from your Dealer. 

Panel Designs

Classic wood garage doors provide a touch of the wood-worker’s art to your home. The raised panels are a nominal 3⁄4" thick and 
locked into the structure not just added as ornamentation. Panels can be carved in a variety of distinctive designs, allowing personal 
expression to mingle with eye-catching beauty.

Double-car door designs (optional windows shown)

316 hemlock panel
Kiln-dried West Coast hemlock, Sitka
spruce, or similar wood, with edge
glued hemlock raised panels.

Available in your choice of hemlock or cedar, doors arrive 
sanded and ready to prime and paint or to stain.

Finish Options 

specifications

* Wayne Dalton uses a calculated door section R-value for our insulated doors. 

© 2013 Wayne Dalton, a Division of Overhead Door Corporation. Consistent with our policy of continuing product 
improvement, we reserve the right to change product specifications without notice or obligation.  Item 122267

Dealer Imprint Area

4-4

5-4

4-6

5-5

4-8

5-10

4-10

5-24-4

5-3

4-3

5-6

4-2 4-6

www.wayne-dalton.com


