
door construction

42 - 45
Flush wood garage doors to match 

traditional and contemporary 
style homes

FLUSH WOOD

Our flush style wood doors offer a wide selection of styles, windows and accents to complement both traditional and contemporary exteriors. 
Quality materials and expert craftsmanship give your home an appealing appearance that’s easy to live with for many years.

Crafted in first class tradition

Models 42-45 Flush Wood Doors – So popular because they’re so versatile.

•  Wood flush doors offer several distinctive exteriors to personalize your home.

•  Shiplap construction minimizes air infiltration for all doors, and some have built-in insulation.

•  All kiln-dried hemlock, Sitka spruce or equal frame structures are hand assembled.

•  External panels are pressure-bonded to framework with high-strength, waterproof adhesive.
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Model 40 Flush wood, white paint



Model 40 Flush, custom wood

Limited Warranty

The manufacturer warrants wood doors will be 
free from defects in material and workmanship for 
a period of ONE YEAR from time of delivery. A copy 
of this limited warranty is available from your Dealer. 

specifications

Constructed from high quality, kiln-dried Western woods with polystyrene insulation core, double flush wood doors complement a broad 
range of architectural designs. Stile/rail dimensions are face measurements and do not include the molding. All dimensions are nominal.

Panel Design

Model Exterior Interior Insulation Frame
Total 

Thickness Priming

42
3/8"             

Rough Sawn 
Plywood

1/4"      
Smooth 
Plywood

Polystyrene, 
4.75 R-value* 1-1/8" 1-5/8"

Not 
Primed,
Standard

43
1/8"             

Rough Sawn   
Hardboard

1/8"      
Smooth

Hardboard

Polystyrene, 
4.75 R-value* 1-1/8" 1-3/8" All Sides, 

Standard

44
5/8"  

T1-11 Plywood 
with 1/4" 
Grooves

1/4"      
Smooth 
Plywood

Polystyrene, 
4.75 R-value* 1-1/8" 1-3/4"

Not 
Primed,
Standard

45
1/4"           

Smooth 
Plywood

1/4"      
Smooth 
Plywood

Polystyrene, 
4.75 R-value* 1-1/8" 1-3/8"

Not 
Primed,
Standard

www.wayne-dalton.com

* Wayne Dalton uses a calculated door section R-value for our insulated doors. 

© 2013 Wayne Dalton, a Division of Overhead Door Corporation. Consistent with our policy of continuing product 
improvement, we reserve the right to change product specifications without  notice or obligation.  Item 129663    

Dealer Imprint Area

Vertical Windows

Windows

All models are available with a glass top section. Glass types available: 1/8" DSB (standard). Carriage style glass section shown.

Smooth hardboard Rough-sawn hardboard

Smooth plywood Vertical grooves  T1-11 
plywood (choice of 4" 
or 8" center)

Wood Types


